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Laminate door colour options

Create a storage solution that closely matches your branding or 
blends subtly into the background with a range of coloured door 
options to choose from. 

Choose from our Standard range or specify a laminate to match 
your architectural design.

Solid grade laminate with fire classification 
available at additional cost.

Please ask us for further information on fire 
classifications and applications.

SOLID GRADE LAMINATE WITH FIRE CLASSIFICATION AVAILABLE AT ADDITIONAL COST
Tested for spread of flame across its surface and to classify the surface according to the test given in British Standard 476 : Part 7 : 1997. In accordance 
with the class definitions specified in the Standard, the test results show that the product tested has a Class One Surface Spread of Flame. Other fire 
classifications are available on request. For fire rated applications please contact your Probe distributor for information.
Formica and the Formica anvil device are registered trademarks of The Diller Corporation.

SOLID GRADE LAMINATE WITH FIRE CLASSIFICATION  
AVAILABLE AT ADDITIONAL COST

TM

TM

LOCKER SUPPORT 
STANDS - ALUMINIUM
Locker support stands raise 

lockers off the floor, reducing 

impact damage and making 

cleaning easier. Manufactured 

from 25mm square aluminium 

section they are ideal for wet 

environments.
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END PANELS TO 
MATCH THE DOORS 

End panels can be 

manufactured to add on to 

the end of locker runs or to 

the side of each individual 

locker if required.
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SUITABLE FOR WET AREAS

Formica and the Formica anvil device are registered trademarks of The Diller Corporation.

White Neutral 
Medium 

Grey

Neutral 
Dark Grey

Charcoal Arctic Lamar Vivo Mango Black  PineroCharles Arezzo

Please note that due to printing restrictions colours represented may differ from original product. We recommend you request a colour swatch before ordering.

SHOCKBOX stock 10mm SGL door finishes - steel Silver body. Choice of inset or plant-on doors.

ZENBOX and ZENBOXULTRA stock 10mm SGL door finishes - aluminium body

Arctic
White

Hygienic 
White

Winter 
White

Warm 
Dark 
Grey

Lilas 
Rouge

Ballerina Yellowish 
Green

Intensive 
Red

Tortuga AtlanticSea 
Green

Gentian 
Blue

SHOCKBOX, ZENBOX and ZENBOXULTRA additional door colour 10mm SGL door finish options are below, available on an extended lead time.

Whitney Monte  Madera Serenissima Loen Prado 
Alu Grey

Prado 
Agate 
Grey

White 
Punto

Punto 
Pastel 
Grey
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Formica and the Formica anvil device are registered trademarks of The Diller Corporation.
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01924 240291
sales@3dlockers.co.uk


